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Ripon Way, Harrogate, HG1 2AU 
Tel: 01423 522911   Fax: 01423 530043 
Email: sales@cardev.co.uk or visit our  
website at: www.cardev.com 
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Oil Filtration and Coolant Handling Special-

Removes Contaminants 
 
 

Extends Oil Life 
 
 

Reduces Component Wear 
 
 

Removes all Water 
 
 

Saves Machine Downtime 
 
 

Reduces Disposal Costs 
 
 

Simple to Install & Use 
 
 

Low Maintenance Costs 
 
 

Built in Sampling Points 
 



SDUH350-UW 

18.02.09.SS SDUH350-UWUK 

Industrial Filtration 

FEED 
Max 350 
Bar 

MANUAL 
SHUT-OFF 
VALVE 

PRESSURE COMPENSATED 
FLOW CONTROL VALVE 
2 litres per minute 

PRESSURE 
RELIEF VALVE 
4 Bar 

FILTER 

LID 

RETURN 
LINE 

CHECK 
VALVE 
(Non-return) 

AIR BLEED 
VALVE 

SDU H350 - UNDER WATER 

Type  Recommended  
Installation  

Ltr/hr  Filter 
element 
type  

Dimensions  Connections Weight  
(kg) 

Height (mm) Dia (mm) INLET OUTLET 

SDU 
H350 

By-pass with max. 
350 bar inlet and 
0.5 bar back pres-
sure up to 400 
litres 

120 SDFC or 
SDFC-P  

325 238 M12 x 
1.5/7/16JIC 

M18 x 
1.5/3/4JIC 

7.5 

Lid Torque 

50 Nm 



SDUH350-UW 

18.02.09.SS SDUH350-UWUK 

Industrial Filtration 

The SDU H350-UW is a by-pass hydraulic oil filter using an SDFC cartridge with built-in pres-
sure reduction valve.  The unit can accept between 5 & 350 bar inlet pressure and 0 - 0.5 bar 
back pressure, operating on systems of up to 400 litres capacity.   
 
The system operates at 2 litres per minute and is controlled by a 3.5 bar pressure relief valve.   
There is an option to increase the filtration capability by the addition of an SDU H8 unit, in 
these cases a 4ltr / min flow valve can be fitted.  
 

BY-PASS FILTER  

SDU H350-UW OPTIONS 

2ltr / min flow control valve 2 

OUTLET - T1 
 
 

M18 x 1.5 / 15L 
 
 
M18 x 1.5 / 3/8”BSP 
 
 
M18 x 1.5 / 3/4 JIC 

INLET- P 
 
 

M12 X 1.5 / 8L 
 
 
M12 x 1.5 / 1/4” BSP 
 
 
M12 x 1.5 / 7/16 JIC 

Order  
SDU H350-UW -  

M 

B 

J 

EXAMPLE: 
 
SDU H350-UW-BM2 
 
PRESSURE GAUGE,  
METRIC FITTINGS,  
2 LITRE/MIN FLOW CONTROL  



SDUH350-UW 

18.02.09.SS SDUH350-UWUK 

Industrial Filtration 

SDUBKT-B-UW 

DBS12 

SDUBN 

SDULS 

SDFC 

SP2103-02-UW 

SDUL-BN-UW 

INLET—P 

OUTLET—T1 

SDU H8 OPTION PORT ** 

SDU H350-UW-BM2 

SDUFB-BN-UW 

SDUH350BB 

DBS14SS 

H350BBFW10 

CODE PARTS LIST DESCRIPTION 

SDUBN SUPER DUTY UNIT BLIND NUT 

SDUL-BN-UW SUPER DUTY UNIT  LID– UNDER WATER 

DBS12 DOWTY WASHER 1/2” 

SDULS SUPER DUTY UNIT LID SEAL 

SDFC SUPER DUTY FILTER CARTRIDGE 

SDUFB-BN-UW SUPER DUTY UNIT-UNDER WATER 

SDUBKT-B-UW SUPER DUTY UNIT BRACKET-UNDER WATER 

PA14TA14 ADAPTORS 

H350BBFW10 SUPER DUTY UNIT BLOCK FIBRE WASHER 

SDUH350BB SUPER DUTY UNIT BANJO BOLT 

SP2103-02-UW SAMPLE POINT ADAPTOR 1/8 PARALLEL 

1030008B&P18-S/S STAINLESS STEEL VALVE BLOCK 


